
cempoint
gun injected mortar (paving)

APPLICATIONS  
hůƚƌĂ^ĐĂƉĞ�ĐĞŵƉŽŝŶƚ�ŝƐ�Ă�ĐĞŵĞŶƟƟŽƵƐ�ŐƵŶ�ŝŶũĞĐƚĞĚ�ƉŽŝŶƟŶŐ�
ŵŽƌƚĂƌ�ƚŚĂƚ�ĐŽŶĨŽƌŵƐ�ƚŽ�ƚŚĞ�ƐƚƌŝĐƚ�ĚĞŵĂŶĚƐ�ŽĨ��^�ϳϱϯϯ͘
^ƉĞĐŝĮĐĂůůǇ�ĨŽƌŵƵůĂƚĞĚ�ĨŽƌ�ƚŚĞ�ũŽŝŶƟŶŐ�ŽĨ�ŇĂŐƐ�ĂŶĚ�ǀĂƌŝŽƵƐ�
ĚŝīĞƌĞŶƚ�ƚǇƉĞƐ�ŽĨ�ƉĂǀŝŶŐ͕�ƚŚĞ�ƉƌŽĚƵĐƚ�ŝƐ�ĂůƐŽ�ƐŚƌŝŶŬĂŐĞ�
ĐŽŵƉĞŶƐĂƚĞĚ͕�ĞĐŽŶŽŵŝĐĂů͕�ĨĂƐƚ�ĂŶĚ�ĞĂƐǇ�ƚŽ�ĂƉƉůǇ͕ �ƚŚƵƐ��ƌĞĚƵĐŝŶŐ�
ĐŽƐƚƐ�ĂŶĚ�ŵŝŶŝŵŝƐŝŶŐ�ĚŽǁŶƟŵĞ͘

TECHNICAL  
hůƚƌĂ^ĐĂƉĞ�ĐĞŵƉŽŝŶƚ�ŝƐ�ƉƌĞͲďůĞŶĚĞĚ�ǁŝƚŚ�ƐƉĞĐŝĂůŝƐƚ�ĐĞŵĞŶƚƐ�ĂŶĚ�
ŐƌĂĚĞĚ�ĮůůĞƌƐ�ĂŶĚ�ƐƵƉƉůŝĞĚ�ŝŶ�ϮϱŬŐ�ƉĂƉĞƌ�ďĂŐƐ͘�dŚĞ�ƐŝŵƉůĞ�ĂĚĚŝƟŽŶ�
ŽĨ�ǁĂƚĞƌ�ƉƌŽĚƵĐĞƐ�Ă�ŐƵŶ�ŝŶũĞĐƚĞĚ�ƉŽŝŶƟŶŐ�ŵŽƌƚĂƌ͕ �ǁŚŝĐŚ�ŚĂƐ�
ĞǆĐĞůůĞŶƚ�ĐŽŵƉĂƟďŝůŝƚǇ�ĂŶĚ�ŝƐ�ƌĞƐŝƐƚĂŶƚ�ƚŽ�ĨƌĞĞǌĞͲƚŚĂǁ�ǁĞĂƚŚĞƌ�
ĐŽŶĚŝƟŽŶƐ͘�hůƚƌĂ^ĐĂƉĞ�ĐĞŵƉŽŝŶƚ�ŝƐ�ƐƵŝƚĂďůĞ�ĨŽƌ�ũŽŝŶƚ�ǁŝĚƚŚƐ�ŽĨ�
ďĞƚǁĞĞŶ�ϱͲϮϱŵŵ�ĂŶĚ�ŝŶ�ũŽŝŶƚ�ĚĞƉƚŚƐ�ŽĨ�ϮϱͲϭϬϬŵŵ͘

PREPARATION
�ůů�ũŽŝŶƚƐ�ŵƵƐƚ�ďĞ�ĨƌĞĞ�ĨƌŽŵ�ĂŶǇ�ůŽŽƐĞ�ĚĞďƌŝƐ͕�ĐůĞĂŶ�ĂŶĚ�ƉƌĞͲƐŽĂŬĞĚ�
ǁŝƚŚ�ǁĂƚĞƌ͘ �ZĞŵŽǀĞ�Ăůů�ƉŽŶĚĞĚ�ǁĂƚĞƌ�ƉƌŝŽƌ�ƚŽ�ĂƉƉůŝĐĂƟŽŶ�ďƵƚ�
ĞŶƐƵƌĞ�ƚŚĂƚ�ũŽŝŶƚƐ�ƌĞŵĂŝŶ�ǁĞƚ�ǁŚŝůĞ�ƚŚĞ�ƉƌŽĚƵĐƚ�ŝƐ�ƵƐĞ͘

MIXING
WůĂĐĞ�ƵƉ�ƚŽ�ϰ�ůŝƚƌĞƐ�ŽĨ�ĐůĞĂŶ�ǁĂƚĞƌ�ŝŶƚŽ�Ă�ƐƵŝƚĂďůĞ�ĚƌƵŵ�Žƌ�ĨŽƌĐĞĚ�
ĂĐƟŽŶ�ŵŝǆĞƌ͘ ��ĚĚ�ƚŚĞ�ĐŽŶƚĞŶƚƐ�ŽĨ�ƚŚĞ�ϮϱŬŐ�ďĂŐ�ŽĨ�hůƚƌĂ^ĐĂƉĞ�

ĐĞŵƉŽŝŶƚ�ĂŶĚ�ŵŝǆ�ďĞƚǁĞĞŶ�ϯͲϱ�ŵŝŶƵƚĞƐ�ƚŽ�ĂĐŚŝĞǀĞ�ĂŶ�ĞǀĞŶ�
ƐŵŽŽƚŚ�ŵŝǆ͘��ůůŽǁ�ŵĂƚĞƌŝĂů�ƚŽ�ƐƚĂŶĚ�ĨŽƌ�ϱ�ŵŝŶƵƚĞƐ�ďĞĨŽƌĞ�
ĂƉƉůŝĐĂƟŽŶ͘

PLACING
dƌĂŶƐĨĞƌ�ŵĂƚĞƌŝĂů�ŝŶƚŽ�Ă�ǁĞƚ�ŵŽƌƚĂƌ�ŐƵŶ�ǁŝƚŚ�Ă�ƚƌŽǁĞů͘��ŶƐƵƌĞ�
ƚŚĞƌĞ�ŝƐ�ŐŽŽĚ�ĐŽŶƚĂĐƚ�ǁŝƚŚ�ƐƵďƐƚƌĂƚĞ�ĚƵƌŝŶŐ�ĂƉƉůŝĐĂƟŽŶ͘�DŽǀĞ�
ƐƚĞĂĚŝůǇ�ĂůŽŶŐ�ƚŚĞ�ƉƌĞƉĂƌĞĚ�ũŽŝŶƚƐ�ƚŽ�ĞŶƐƵƌĞ�Ă�ƋƵĂůŝƚǇ�ĮŶŝƐŚ͘

FINISHING
hůƚƌĂ^ĐĂƉĞ�ĐĞŵƉŽŝŶƚ�ƐŚŽƵůĚ�ďĞ�ƚŽŽůĞĚ�Žī�ǁŚŝůƐƚ�ǁĞƚ�ƚŽ�ƚŚĞ�
ƌĞƋƵŝƌĞĚ�ƉƌŽĮůĞ�ďǇ�ƚŚĞ�ƵƐĞ�ŽĨ�Ă�ƐƚĂŶĚĂƌĚ�ƉŽŝŶƟŶŐ�ƚŽŽů͘��ŶƐƵƌĞ�Ăůů�
ŵĂƚĞƌŝĂů�ŝƐ�ƌĞŵŽǀĞĚ�ĨƌŽŵ�ƚŚĞ�ĨĂĐĞ�ǁŚŝůƐƚ�ƐƟůů�ǁĞƚ͘�dŚĞ�ĂƌĞĂ�ĐĂŶ�
ĂĐĐĞƉƚ�ƉĞĚĞƐƚƌŝĂŶ�ƚƌĂĸĐ�ĂŌĞƌ�ϭϮ�ŚŽƵƌƐ�ĂŶĚ�ǀĞŚŝĐƵůĂƌ�ƚƌĂĸĐ�ĂŌĞƌ�
Ϯϰ�ŚŽƵƌƐ͘

PRECAUTIONS
WůĞĂƐĞ�ŶŽƚĞ͗�Ă�ƐŵĂůů�ƚƌŝĂů�ƐŚŽƵůĚ�ďĞ�ĚŽŶĞ�ƚŽ�ĞŶƐƵƌĞ�ĐŽŵƉĂƟďŝůŝƚǇ�
ǁŝƚŚ�ƚŚĞ�ƐƚŽŶĞͬƉĂǀŝŶŐ�ďĞŝŶŐ�ƵƐĞĚ�ĂƐ�/ŶƐƚĂƌŵĂĐ�ĐĂŶŶŽƚ�ƚĞƐƚ�Ăůů�
ƐƚŽŶĞͬƉĂǀŝŶŐ�ƚǇƉĞƐ͘�tĂƐŚ�Ăůů�ƚŽŽůƐ�ĨƌĞƋƵĞŶƚůǇ͘�Dŝǆ�ŽŶůǇ�ĞŶŽƵŐŚ�
ŵĂƚĞƌŝĂů�ƚŽ�ĂƉƉůǇ�ŝŶ�ϰ�ŵŝŶƵƚĞƐ͘�
EĞǀĞƌ�ƌĞŵŝǆ�Žƌ�ĂĚĚ�ĞǆƚƌĂ�ǁĂƚĞƌ͘ �tĞĂƌ�ƉƌŽƚĞĐƟǀĞ�ĐůŽƚŚŝŶŐ͘��ǀŽŝĚ�
ƐŬŝŶ�ĂŶĚ�ĞǇĞ�ĐŽŶƚĂĐƚ�Ͳ�ǁĞƚ�ĐĞŵĞŶƚ�ĐĂŶ�ďƵƌŶ�ƚŚĞ�ƐŬŝŶ͘��ŽŽů�
ƚĞŵƉĞƌĂƚƵƌĞƐ�ƌĞƚĂƌĚ͕�ǁĂƌŵ�ƚĞŵƉĞƌĂƚƵƌĞƐ�ĂĐĐĞůĞƌĂƚĞ͘

@UltraScape_UK

TECHNICAL DATASHEET

FEATURES & BENEFITS 

For jointing flags and di!erent types of 
paving

Workability: 45 minutes 
 
Set time: 6 hours

BS 7533 compliant

Joint widths: 5-25mm

Just add water

Available in 10 colours



HEALTH, SAFETY AND ENVIRONMENTAL
Please ensure that appropriate PPE is used when preparing, 
mixing and applying products. Always wash hands before 
consuming food and make sure that materials are kept 
safely out of reach of children and animals. Please dispose 
of packaging and waste responsibly and in accordance with 
local authority requirements. A full material safety data sheet 
relating to this product is available from instarmac.co.uk

QUALITY ASSURANCE
All products are manufactured in a plant whose quality 
management system is certified / registered as being in 
conformity with BS EN ISO 9001, ISO 14001 and ISO 45001 
Our products are guaranteed against defective materials and 
manufacture and will be replaced or money refunded if the 
goods do not comply with our promotional literature. We cannot 
however accept responsibility arising from the application or

use of our products because we have no direct or continuous 
control over where and how products are used. All products 
are sold subject to our conditions of sales, copies of which 
may be obtained upon request.

CONTACT US
Instarmac Group plc, Birch Coppice Business Park, Danny 
Morson Way, Dordon, Tamworth, Sta!ordshire, B78 1SE, 
United Kingdom

Tel: +44 (0) 1827 254400 • Fax: +44 (0) 1827 285386 • Email: 
email@instarmac.co.uk • Order: orders@instarmac.co.uk 
• Website: instarmac.co.uk

Vers 11.10.22 Uncontrolled if printed. For the most up-to-date 
version of this datasheet, please refer to this product’s profile 
on our website which can be found at www.ultrascape.co.uk
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PRODUCT AND TECHNICAL DATA 

Unit/packaging 25kg bags delivered on shrink-wrapped pallets

Storage Store in a cool, dry and frost free area at temperatures between 5°C and 30°C

Yield 14.5 litres approx, per 25kg bag

Workability* 45 minutes

Shelf life 8 months from the date of manufacture printed on the bag unopened in the above 
conditions. High temperatures and high humidity will reduce shelf life.

Bond (Adhesion strength) >1.5N/mm² after 28 days

Water required 4 litres per 25kg

TECHNICAL DATASHEET

Compressive strength 49.6N/mm2 after 28 days

Flexural strength 8.3N/mm² after 28 days

Modulus of elasticity 16800

Shrinkage 0.1%

Colour* Natural, Light Brown, Light Grey, Dark Grey, Sandstone, Yorkstone, White, Dark Brown, Brick 
Red, Black. Bespoke colours available upon request subject to minimum quantities

Ύ�ĞƉĞŶĚŝŶŐ�ŽŶ�ƚĞŵƉĞƌĂƚƵƌĞƐ�Ͳ�ƚĞƐƚ�ĐĂƌƌŝĞĚ�ŽƵƚ�Ăƚ�ϮϬǡ�͘��ŽŽů�ƚĞŵƉĞƌĂƚƵƌĞƐ�ƌĞƚĂƌĚ͕�ǁĂƌŵ�ƚĞŵƉĞƌĂƚƵƌĞƐ�accelerate product performance. �Ɛ�ǁŝƚŚ�Ăůů�
ƌĂǁ�ŵĂƚĞƌŝĂůƐ͕�ĐŽůŽƵƌ�ǀĂƌŝĂƟŽŶ�ŵĂǇ�ŽĐĐƵƌ͘ �WůĞĂƐĞ�ŶŽƚĞ�ƚŚĂƚ�ƚŚŝƐ�ĚŽĞƐ�ŶŽƚ�ĂīĞĐƚ�ƚŚĞ�ĐŽŶƐŝƐƚĞŶĐǇ�Žƌ�ĐŚĂƌĂĐƚĞƌŝƐƟĐƐ�ŽĨ�ƚŚĞ�ĞŶĐůŽƐĞĚ�ƉƌŽĚƵĐƚ͘


